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| Y
ee regs o cation: Fast side of Ploneer Street (at interseeiion
of Pioneer end Elm Streeits) Cooperstown,
Otsege Township, Otsego County, New York
Present Owner: _ Presbyterian Church, Pioneer Street,
Coopersiown, New York
Present Use: Church
rief Statement of This church was erected 1805-1807.

Significance:
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HISTORIC INF 0
Physical History:
1. Date of erection: 1805-1807

2. Builders, suppliers, eic.: Cyrus and Cyrenus Clark,
brothers "except the painting."

3. Originel plens, construction, étc.: Tower with no spire.
4. Notes on elterations and additions: Steeple added 1887.
: Cellar dug 1874, same year gallery removed snd two furnaces -

put in. An extension built on the rear of the church for

the purpose of accommodating the organ. In 1957 the interior
was painted.

5. Importani old views and references: Local History File ai
the New York State Historical Association in Cooperstown,
New York. FPhotographs: 1 early exterior view; several
later photographs.
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CHITECT INF 5T TON

General Staitement

1. Architectural chesracter: This one-story church, with
steeple, has horizonial match boards on the front facade
and 18 clapboarded on the sides and back,

2. Condition of fabric: Good

Technicsal Description of Exterior:

1. TFoundations; Sione
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Wall construction: Front facade horizontal mateh boards.
Sides and back clapboard.

Openings: a. Doorways and doors: Curved openings
| b. Windows: Round-headed windows
Roof: Asbestos shingles

Chimneys: Two

Techniecsl Description of Interiors:

1. Floor plans: One story. The room is divided by columms that
support the concave ceiling.

2. Wall and ceiling finish: Walls and ceiling painted. Has
wainscot finished like the rest of the woodwork, stained
dark brown,

3. Trim:; Woodwork grained in imitation of black walnut.

4. Lighting: Electrielty

5. Heating: Central

Site:

1. General setting: Fronting on village street with old burying
ground in rear,

2. Qrientation: Church faces west.
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